
 

Technical Data 

 
The information in this publication is based on our experience and reports from customers.  

There are many factors outside our control or knowledge which affect the use and performance 
of our products, for which reason it is given without responsibility.  

 
 

 
METALGUARD 

Corrosion Preventative 
 
  

METALGUARD is a fast drying, moisture displacing rust preventative that deposits a light corrosion 
preventative film suitable for the temporary indoor protection of components such as bearings, gears, 

pressings and any machined metal product which requires protection from corrosive attack - whether in 
storage, transit or between operations. 

 

 

 

 

Features 

• Effective indoor corrosion protection. 
• Displaces moisture. 
• Very light oil film – easily removed. 
• Does not contain silicone or chlorinated 

solvents. 
 

 

 

 

 

 

 

 
 

 
 

 
 
Directions for Use 

Apply by brush, dipping or spraying. 
 
N.B. Test compatibility with painted or coated 
surfaces, plastics and rubbers if the product is liable 
to come into contact with these materials.        
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METALGUARD 
 
 
 
 

 
 
 

Appearance Straw coloured liquid 
Solvent Non-chlorinated hydrocarbon  
Drying Time Touch dry in 15 to 30 minutes 
Protection Period 6-12 months indoors  
     
Storage Store at normal ambient temperature (5 to 30°C) 
       
Pack Sizes – Part Codes 200 ltr - 69069 
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